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Manufacturer’s Quality Assurance Statement and Procedure For  
Bag-in/Bag-out (BIBO) Filter Change-out Bags 

 

 
 
 
 

 
 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
PROCEDURES NO: 908 

 
REVISION:  E REVISION DATE:  03/29/2010 

 
  TITLE:  AIR INFLATION TEST FOR CHANGE OUT BAGS AND FLEXIBLE      
               CONTAINMENTS 
 
 These procedures were established by FabOhio’s Quality Assurance program to 
provide a consistent method of air testing bags and flexible containments by inflation when 
required by: 
 

a)  Customer purchase order requirements. 
 

b)  FabOhio’s Quality Control sampling requirements when customer     
       does not require testing. 

 
I.   EQUIPMENT REQUIREMENTS FOR TEST: 
 

1a) Air supply blower unit capable of producing one inch + 25% water    
      gauge air pressure.                    
 
1b) Multiple size clamping mechanism attached to air supply unit. 
 
1c) Polyvinyl chloride, polyethylene, or polyurethane bags or containments    
      to be tested and inspected. 
 
1d) Serial numbered or purchase order numbered test report record sheet. 

 
II. INSPECTION OF BAG/CONTAINMENT/DOCUMENTATION: 
 

2a) Remove bag to be inspected from cart. 
 
2b) Place open end of bag over blower and into clamping mechanism. 
      
2c) Turn on blower unit inflating bags/containment until it is full of air and 
      all seams are under pressure. 
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IAS Bulletin #135-03-2010 

 
 

PROCEDURES NO: 908 
 

REVISION:  E REVISION DATE:  03/29/2010 
 
  TITLE:  AIR INFLATION TEST FOR CHANGE OUT BAGS AND FLEXIBLE      
               CONTAINMENTS 
 
          2d) When fully inflated and while the blower is operating, the inspector    
                 shall check the entire length of all seams for leakage by passing    
                 his/her ungloved hand over each seam at a distance of two inches or   
                 less from the seam.  The speed of travel for the inspector’s hand shall 
                 slow enough to detect leakage.              

  
2e) Turn off fan blower unit.  Remove bag/containment from clamping 
       mechanism. 
 
2f) Record test results on numbered test report with inspectors          
      initial and employee number.  Attach to customer’s purchase order.                 
 
2g) Should an air leak be found, repair and retest the bag/containment or    
      destroy if not repairable.  Note on test report whether repaired or 
      destroyed.                                            
 
2h) Pack, box, and label bag/containment for shipping as requested by the   
      customer.  
 
Procedure approved by:    
                                                    
 
 Director of Quality Assurance & C.E.O. 
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